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1. IEDALA: Vielas/maisijuma un uznéméjsabiedribas/uznémuma identificeSana

1.1. Produkta identifikators
GYEON Q2 Matte EVO

1.2. Vielas vai maisijuma butiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi

Vielas/maisijuma lietoSanas veids
Transportlidzekla aizsardzibas [1dzeklis - keramikas parklajums krasoSanai
Entuziasti un profesionali (galalietotaji)

LietoSana, no kuras ieteicams izvairities
Neatbilsto$a izmantoSana.

1.3. Informacija par drosibas datu lapas piegadataju

Razotajs

Firmas nosaukums: Gyeon Technology

lela: 1405-538, 212, Gasan digital 1-ro

Vieta: Geumcheon-gu, Seoul, Korea

Telefons: +82-10-4339-3599

Persona izzinam: Robert Gyeon

E-pasts: sales@gyeon.co

Piegadatajs

Firmas nosaukums: Autojoy OU

lela: Kadaka tee 143-29

Vieta: EST-12615 Tallinn

Telefons: +372 5077886

E-pasts: info@autojoy.ee
1.4. Talruna numurs, kur zvanit Valsts ugunsdzésibas un glabsanas dienests, phone number: 112.
arkartas situacijas: Toksikologijas un sepses klinikas Saindé$anas un zalu informacijas centrs,

Hipokrata 2, Riga, Latvija, LV-1038, phone number +371 67042473. Service is
available 24 hours.

Papildus noradijumi
Drosibas datu lapa saskana ar Regula (EK) Nr. 1907/2006 (grozijumi ar Regulu (ES) Nr. 2020/878)

2. [EDALA: Bistamibas apzinasana

2.1. Vielas vai maisijuma klasifikacija
Regula (EK) Nr. 1272/2008
Flam. Lig. 2; H225
Asp. Tox. 1; H304
STOT RE 2; H373
Aquatic Chronic 3; H412

H frazu teksts: skatiet 16. IEDALA.
2.2. Markéjuma elementi

Regula (EK) Nr. 1272/2008
Bistamas sastavdalas, kuras janorada etiketé
naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss ogladenrazu savienojums, ko
iegUst, katalizatora klatbatné ar Gdenradi apstradajot naftas frakciju. Taja ir oglddenrazi ar oglekla atomu skaitu
diapazona no C9 Iidz C16
Jélbenzins (naftas), vieglais alkilats; Modificétais jélbenzins ar zemu vir§anas punktu

toluols
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Signalvards: Bistami

Piktogrammas:

Bridinajuma uzraksti

H225 Viegli uzliesmojoSs Skidrums un tvaiki.
H304 Var izraistt navi, ja norij vai ieklst elpcelos.
H373 Var izraistt organu bojajumus ilgstoSas vai atkartotas iedarbibas rezultata.
H412 Kaitigs Gidens organismiem ar ilgsto$am sekam.
Drosibas prasibu apzimé&jumi
P101 Mediciniska padoma nepiecieSamibas gadijuma attieciga informacija ir noradita uz
iepakojuma vai etiketes.
P102 Sargat no bérniem.
P301+P310 NORTSANAS GADIJUMA: Nekavéjoties sazinieties ar SAINDESANAS INFORMACIJAS
CENTRUY/arstu.
P331 NEIZRAISIT vem3anu.
P405 Glabat slégta veida.
P501 Atbrivoties no satura/tvertnes saskana ar vietéjiem noteikumiem.

2.3. Citi apdraudé&jumi
Maistjums satur Sadas vielas, kas atbilst PBT kritérijiem saskana ar REACH XIII pielikumu:
Heksametildisiloksans.
Izmantojot var veidot uzliesmojosu vai spradzienbistamu tvaiku un gaisa maisijumu.

3. IEDALA: Sastavs/informacija par sastavdalam

3.2. Maisijumi

Bistamas sastavdalas

CAS Nr. Nosaukums Dala
EK Nr. [indeksa Nr. |[REACH Nr.
Klasifikacija (Regula (EK) Nr. 1272/2008)

64742-47-8 naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss oglidenrazu 40-<45%
savienojums, ko ieglst, katalizatora klatbatné ar Gdenradi apstradajot naftas frakciju. Taja ir
ogltdenrazi ar oglekla atomu skaitu diapazona no C9 Ilidz C16
265-149-8 | |
Asp. Tox. 1; H304

64741-66-8 Jélbenzins (naftas), vieglais alkilats; Modificétais jélbenzins ar zemu virS§anas punktu 10-<12%
265-068-8 [649-276-00-x |
Asp. Tox. 1; H304

8052-41-3 Stodarda skidinatajs; Jélbenzins ar zemu virSanas punktu - nav precizéts 5-<7%
232-489-3 [649-345-00-4 |
Flam. Lig. 3, STOT RE 1, Asp. Tox. 1, Aquatic Chronic 2; H226 H372 H304 H411

108-88-3 toluols 1-<3%
203-625-9 [601-021-00-3 |
Flam. Lig. 2, Repr. 2, Skin Irrit. 2, STOT SE 3, STOT RE 2, Asp. Tox. 1; H225 H361d H315 H336
H373 H304

107-46-0 Heksametildisiloksans 1-<3%
203-492-7
Flam. Liqg. 2, Aquatic Acute 1, Aquatic Chronic 2; H225 H400 H411
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546-68-9 Titana tetraisopropanolats 1-<3%
208-909-6 | |
Flam. Lig. 3, Eye Irrit. 2, STOT SE 3; H226 H319 H336
1330-20-7 ksilols 05-<1%
215-535-7 [601-022-00-9 |
Flam. Lig. 3, Acute Tox. 4, Acute Tox. 4, Skin Irrit. 2; H226 H332 H312 H315
67-56-1 metanols 02-<0,3%
200-659-6 [603-001-00-x |
Flam. Lig. 2, Acute Tox. 3, Acute Tox. 3, Acute Tox. 3, STOT SE 1; H225 H331 H311 H301 H370
25550-14-5 Ethyltoluene 02-<0,3%
247-093-6 | |
Flam. Lig. 3, Repr. 2, Skin Irrit. 2, Eye Irrit. 2, Aquatic Chronic 2; H226 H361f H315 H319 H411
100-41-4 etilbenzols 0,1-<0,2%
202-849-4 [601-023-00-4 |
Flam. Liq. 2, Acute Tox. 4, STOT RE 2, Asp. Tox. 1, Aquatic Chronic 3; H225 H332 H373 H304
H412
1112-39-6 dimetoksidimetilsilans 01-<0,2%
214-189-4 | |
Flam. Lig. 2, Repr. 2; H225 H361
98-82-8 kumols <0,1 %
202-704-5 [601-024-00-x |
Flam. Liq. 3, Carc. 1B, STOT SE 3, Asp. Tox. 1, Aquatic Chronic 2; H226 H350 H335 H304 H411
H un EUH fraZu teksts: skatiet 16. iedala.
Specifiskas robezkoncentracijas, m koeficienti un ATE
CAS Nr. EK Nr. Nosaukums Dala
Specifiskas robezkoncentracijas, m koeficienti un ATE
64742-47-8 265-149-8 naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss 40-<45%
ogludenrazu savienojums, ko iegist, katalizatora klatbatné ar tdenradi apstradajot
naftas frakciju. Taja ir ogladenrazi ar oglekla atomu skaitu diapazona no C9 lidz
C16
ieelpojams: LC50 = (> 5,3) mg/l (tvaiki); dermals: LD50 = > 2000 mg/kg; orals: LD50 = > 5000
mg/kg
108-88-3 203-625-9 |to|uo|s 1-<3%
ieelpojams: LC50 = (28,1) mg/l (tvaiki); dermals: LD50 = >5000 mg/kg; orals: LD50 = >5000
mg/kg
1330-20-7 215-535-7 |ksilols 05-<1%
ieelpojams: LC50 = (6700) mg/I (tvaiki); ieelpojams: ATE = 1,5 mg/l (putekli vai migla); dermals:
LD50 = (12126) mg/kg; orals: LD50 = (3523) mg/kg
67-56-1 200-659-6 |metan0ls 02-<03%
ieelpojams: ATE = 3 mg/l (tvaiki); ieelpojams: ATE = 0,5 mg/l (putekli vai migla); dermals: ATE =
300 mg/kg; orals: ATE =100 mg/kg STOT SE 1; H370: >=10- 100 STOT SE 2; H371:>=3 -
<10
100-41-4 202-849-4 |eti|benzols 0,1-<0,2 %
ieelpojams: LC50 = 17,2 mg/I (tvaiki); ieelpojams: ATE = 1,5 mg/l (putekli vai migla); dermals:
LD50 = >15000 mg/kg; orals: LD50 = 3500 mg/kg
98-82-8 202-704-5 |kumo|s <0,1%
ieelpojams: LC50 = 39 mgl/l (tvaiki); dermals: LD50 = 12300 mg/kg

Papildus noradijumi
- Jélbenzins (naftas), vieglais alkilats; Modificétais jeélbenzins ar zemu virSanas punktu (P)
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Piezime P: Vielu klasificé par kancerogénu vai mutagénu saskana ar harmonizéto klasifikaciju, ja vien nevar
pieradit, ka ta satur mazak neka 0,1 % (masa/masa) benzola (Einecs Nr. 200-753-7).

Produkts nesatur nekadas SVHC vielam (uzskaititi)> 0,1% saskana ar Regula (EK) Nr. 1907/2006 § 59
(REACH)

4. IEDALA: Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

Visparejie noradijumi
Ja noticis nelaimes gadijums vai jitami veselibas traucéjumi, nekavéjoties meklét medicinisku palidzibu (ja
iespéjams, uzradit marké&jumu). Nekavéjoties novilkt notraiptto apgérbu.
Pirmas palidzibas sniedz&jam: leverojiet personigo drosibu!

Ja ieelpots
Nogadat cietuSo svaiga gaisa un nodrosinat netraucétu elpodanu. Elpcelu kairindjumu gadijuma veérsieties pie
arsta.

Ja noklist uz adas
Nekavéjoties novilkt notraipito apgérbu. Noskalojiet ar lielu daudzumu tdens. Acu kairindjuma gadijumos
vérsieties pie arsta.

Ja noklust acis
Uzmanigi skalot ar Gdeni vairakas mindtes. Iznemiet kontaktlécas, ja tas ir ievietotas un to ir viegli izdartt.
Turpiniet skalot. Ja acu iekaisums nepariet: lddziet mediku palidzibu.

Ja norits
Rupigi izskalojiet muti ar Gdeni. Dzert daudz tidens maziem malkiem (atSkaido$s efekts). NEIZRAISIT
vems8anu. Personam, kuras ir bezsamana vai kuram ir krampji, aizliegts dot jebko muté. Gadijuma, ja paradas
simptomi, vai Saubu gadijumos vérsieties pie arsta.

4.2. Svarigakie simptomi un ietekme — akiiti un aizkaveéti

Aspiracija var sabojat elpcelus vai plausas.
Var izraistt navi, ja norij vai iek|Ust elpcelos.
péc ieelpoSanas: Galvassapes. krampji. Atkartota iedarbiba var radit sausu adu vai izraisit tas sprégasanu.
Esiet uzmanigi vem3anas gadijuma: iespéjama aspiracija.

4.3. Norade par nepiecieSamo neatliekamo medicinisko palidzibu un ipasu apripi
Simptomatiska arstésana.

5. IEDALA: Ugunsdzésibas pasakumi

5.1. Ugunsdzeésibas lidzekli

Pieméroti ugunsdzésibas Iidzekli
Oglekla diokstds (CO2). Sauss ugunsdzéSanas Iidzeklis. Pret alkoholu izturigas putas.
Ugunsgréka un lielu apjomu gadijuma: Izsmidzinams Gdenis.
Nepieméroti ugunsdzésibas lidzekli
Spéciga tdens strikla.
5.2. Ipasa vielas vai maisijuma izraisita bistamiba
Ugunsgréka gadijuma var rasties: Gazes/tvaiki, kairinoSs. Oglekla mono-oksids. Oglekla dioksids (CO2).
5.3. leteikumi ugunsdzéeséjiem
Ugunsgréka gadijuma: Valkajiet autonomu elpoSanas aizsargierici. Ugunsgréka vai eksplozijas gadijuma
neieelpot dimus.

Papildus noradijumi
Piesarnoto ugunsdzeésanas tdeni savaciet atseviski. Nelaujiet nonakt kanalizacija vai Gdenos. Personu
aizsardzibas un tvertnu atdzeséSanas vajadzibam bistamaja zona nodroS$iniet Gdens striklas padeves iekartu.
Ugunsgréka vai liela apjoma gadijuma: evakuét zonu. Dzést uguni no attdluma eksplozijas riska dél.
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6. IEDALA: Pasakumi nejausas nopludes gadijumos

6.1. Individualas drosSibas pasakumi, aizsardzibas lidzekli un procediiras arkartas situacijam

Vispariga informacija
Neieelpojiet gazi/tvaikus/aerosolu. Izvairieties no saskarsmes ar adu, acim un drébém.

Personas, kuras nav avarijas dienestu darbinieki
Nogadajiet personas droSiba. Aizvaciet visus iespéjamos uzliesmosanas avotus. Izvédiniet izmantoto telpu.
Lietojiet personigas aizsardzibas lidzek|us. (Skatiet 8. iedala.)

Avarijas dienestu darbinieki
Tpasi pasakumi nav nepiecie$ami.

6.2. Vides drosibas pasakumi

Nelaujiet nonakt Gdenos vai kanalizacija. Spradzienbistamiba! Apsedziet kanalizacijas atveres. |zvairieties no
izplatiS8anas pa virsmu (pieméram, norobeZojot vai izveidojot ellas aizsprostus). Gazes izplides vai iek|GSanas
adenos, zemé vai kanalizacija gadijuma informéjiet atbildigas iestades.

6.3. Lokalizacijas (ierobezosanas) un savakSanas panémieni un materiali
Aizturei
Savaciet ar Skidrumu uzslco$am saistvielam (smiltis, diatomTtu, skabju vai universalas saistvielas). lzvédiniet
izmantoto telpu.
Savakto vielu utilizejiet saskana ar noradijumiem instrukcijas nodala.
TiriSanai
levérojot vides aizsardzibas noteikumus - rlipigi notiriet nosmérétos priekSmetus, gridas.

6.4. Atsauce uz citam iedalam
Dro3a lietoSana: skatiet dala 7
Personala aizsardziba: skatiet dala 8
Atkritumu utilizacija: skatiet dala 13

7. IEDALA: ApieSanas un glabasana

7.1. Drosa apieSanas un tai vajadzigie piesardzibas pasakumi

Noradijumi drosai lietoSanai
NodroSiniet pietiekamu ventilaciju kritiskajas vietas un lokalu nosdksanu.
Neieelpojiet gazi/tvaikus/aerosolu.lzvairieties no saskarsmes ar adu, acim un drébém.
Izmantot piemérotu aizsargapgérbu. (Skatiet 8. iedala.)
Noradijumi ugunsgréka un spradziena novérsanai
Sargat no uguns - nesméket. Veikt droSibas pasakumus, lai pasargatu no statiskas elektribas iedarbibas.
Slégtu sistému tvaiku telpa var rasties degosi tvaiki. Izmantojot var veidot uzliesmojosu vai spradzienbistamu
tvaiku un gaisa maisijumu. Sakarsé3$ana var izraistt spiediena paaugstindSanos un spradzienbistamibu.
Visparéjas darba higiénas ieteikumus
Neuzglabat kopa ar partiku vai dzivnieku baribu.
Péc produkta iznem3anas vienmér ciesi noslédziet tvertni. Darba vieta ir aizliegts ést, dzert, sméekeét vai
smékét. Pirms partraukumiem un péc darba nomazgajiet rokas. Preventativi pasakumi adas aizsardzibai
izmantojot aizsargsméri. Novilkt piesarnoto apgérbu un pirms atkartotas lietoSanas izmazgat.

Papildus noradijumi
Visparigi droSibas un higiénas pasakumi: Skatiet 8. iedala.
7.2. Drosas glabasanas apstakli, tostarp visu veidu nesaderiba

Prasibas uzglabasanas telpam un tvertném
Uzglab3jiet tvertni ciesi aizslégtu, vés3a, labi védinama vieta. Sargiet no karstuma un tieSiem saules stariem.
NodroSiniet pietiekamu telpas ventilaciju.
Nodrosiniet noplizu savaksanas iespéjas (pieméram, notekvannas vai notecéSanas vietas).
Noradijumi par uzglabasanu kopéja noliktavas telpa
Neuzglabajiet kopa ar: Gaze. Spragstosas vielas. Viegli uzliesmojosas cietas vielas. PaSaizdego$as cietas un
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Skidras vielas. Vielas vai maisijumi, kas spéj pasi sakarst. Vielas un maistjumi, kas saskaré ar tdeni veido
uzliesmojoSas gazes. Skidras vielas ar uzliesmoS8anu izraisoSu iedarbibu. OksidéjoSas bistamas vielas (ciets).

Amonija nitrats. Vielas un maisijumi, kas sadalas pasi. Organiski peroksidi. Nedego$as bistamas vielas ar 1.

un 2. kat. akatu toksisku/loti indigu iedarbibu. Radioaktivas vielas. Infekciozas vielas.

Talaka informacija par uzglabasanas apstakliem
Turiet iepakojumu sausu un stingri noslégtu, lai izvairitos no piesarnosanas un mitruma uzsuk3anas.

Aizsardziba pret: UV starojums/ saules gaisma. karstums. Mitrums sals.
uzglabasanas temperatira: 15 - 25°C

7.3. Konkréts(-i) galalietoSanas veids(-i)

Skatiet 1. iedala.

8. IEDALA: Ekspozicijas kontrole/individuala aizsardziba

8.1. Kontroles parametri

Aroda ekspozicijas robezvértibas darba vides gaisa

CAS Nr. Nosaukums ml/m? mg/m?®  8k./cm3| Maksimumaierob piez.
ezoSana
100-41-4 Etilbenzols 100 442 AER (8 h)
200 884 Tslaicigi (15 min)
1330-20-7 Ksilols (o-, m-, p-ksilols, dimetilbenzols) 50 221 AER (8 h)
100 442 Tslaicigi (15 min)
98-82-8 Kumols (2-fenilpropans, izopropilbenzols, 10 50 AER (8 h)
propilbenzols)
50 250 Tslaicigi (15 min)
67-56-1 Metanols (metilspirts, karbinols) 200 260 AER (8 h)
- Mineralellas, naftas minerale|las - 5 AER (8 h)
108-88-3 Toluols (metilbenzols) 14 50 AER (8 h)
40 150 Tslaicigi (15 min)
Bilogiskas robezvértibas
CAS Nr. Nosaukums Parametri Robezvértib |l1zmekléjuma Izméginajumam
a materials noteikais laiks
108-88-3 Toluols hipurskabi (kreatinina) 1,6 g/g|urina mainas beigas
98-82-8 Kumols (2-fenilpropans) 2-fenil-2-propanola 7 yg/glurina ne vélak ka divas
(kreatinina) stundas péc
mainas beigam

8.2. Ekspozicijas kontrole

Atbilstosa tehniska parvaldiba

Tehniskie pasakumi un atbilstoSas darba procediras ir piemérojamas prioritari personiga aizsargaprikojuma

izmantoSanai.

NodroSiniet pietiekamu ventilaciju kritiskajas vietas un lokalu nosaksanu.
Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas Iidzekli

Acul/sejas aizsardziba

leteicamie acu aizsarglidzekl|u raZzojumi: Blivi aizsedzoS$as aizsargbrilles. (EN 166)
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Roku aizsardziba

ligtermina vai atkartotas saskarsmes ar adu gadijuma: Stradat aizsargcimdos.

Atbilsto$s materials: Butila gumija.

Cimdu materiala biezums: 0,5 mm

parravumu laiki: >= 480 min. parravumu laiks (maksimala noslogotiba): ~ 120 min. (aprékinats)

leteicams noskaidrot pie raZotaja iepriek§ minéto aizsargcimdu pretestibu, lietojot ipasos apstaklos.
Izvélétajiem aizsargcimdiem jaatbilst ES direktivas 2016/425 un no tas izrieto$a standarta EN 374
specifikacijam.

Pirms lietoSanas parbaudiet blivumu/ necaurlaidibu. Ja vélaties cimdus izmantot vélreiz, pirms novilk§anas
nomazgajiet un uzglabajiet labi védinama vieta.

Adas aizsardziba

Izmantot aizsargapgérbu pret uguni/liesmam.
Minimalie aizsardzibas pasakumu standarti, kas piemérojami, stradajot ar darba materialiem, ir noraditi TRGS
500 (D).

Elpos$anas organu aizsardziba

AtbilstoSi izmantojot un ievérojot noteikumus, elpcelu aizsarglidzekli nav nepiecieSami.

Respirators ir nepiecieSams:

Aerosola generéSana/ veido$anas

RobezZvértibas parsniegSana

Nepietiekama ventilacija

AtbilstoSs elpoSanas aizsargierice: Kombinéta filtréSanas iekarta (EN 14387) tips: A/P1-3

Respiratora filtra klase ir noteikti jasaskano ar maksimalo kaitigo vielu koncentraciju
(gaze/tvaiki/aerosols/dalinas), kas var veidoties stradajot ar produktu. Koncentracijas parsniegSanas gadijuma
ir jalieto autonoma ierice!

Vides apdraudéjumu kontroles pasakumi

Nelaujiet produktam nekontroléti nonakt vidée.

9. IEDALA: Fizikalas un kimiskas ipaSibas

9.1. Informacija par fizikalajam un kimiskajam pamatipasibam

Agregatstavoklis: skidrs
Krasa: bezkrasains
Smarza: Petroleja.
Smarzas slieksnis: nav noteikts
Parbaudes norma
Kus$anas punkts/sasal$anas punkts: nav pielietojams
VirS§anas punkts vai sakotnéjais virSanas 110 °C
punkts un virSanas temperatiras
diapazons:
Uzliesmojamiba: nav noteikts
Apakséja spradziena robeza: nav noteikts
Aug8éja spradziena robeza: nav noteikts
UzliesmoSanas temperatara: 13 °C 1SO 3679
PaSuzliesmosanas temperatira: nav noteikts
NoardiSanas temperatira: nav noteikts
pH: nav noteikts
Kinematiska viskozitate: nav noteikts
Skidiba aden: nav sajaucams

nav noteikts

Skisanas atrumu: neatbilstoSs
Sadalijuma koeficients 12. IEDALA. Ekologiska informacija
(n-oktanols-Gdens):
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Dispersijas stabilitati: neatbilstoSs
Tvaika spiediens: nav noteikts
Blivums: 0,85-0,9 g/cm?
lepakojuma blivums pret izbir§anu: nav noteikts
Relativais tvaika blivums: nav noteikts
Dalinu raksturlielumi: neatbilstoSs

9.2. Cita informacija

Informacija par fizikalas bistamibas klasém
Spradzienbistamiba

Izmantojot var veidot uzliesmojosu vai spradzienbistamu tvaiku un gaisa maisijumu.
Pasaizdeg$anas temperatira

gazém: nav noteikts
Oksidésanas Tpasibas

nav/neviens.

Citi drosibas raksturlielumi

Relativais iztvaikoSanas atrums: nav noteikts
Skidinataju atdalidanas tests: nav noteikts
Skidinataju saturs: nav noteikts
Cietu dalinu saturs: nav noteikts
Sublimacijas temperatira: nav noteikts
MikstinaSanas temperatira: nav noteikts
Plastamibas zuduma punkts: nav noteikts
Dinamiska viskozitate: nav noteikts
Izteces laiks: nav noteikts

Papildus noradijumi

Informacija nav pieejama.

10. IEDALA: Stabilitate un reagétspéja

10.1. Reagétspéja
Informacija nav pieejama.
10.2. Kimiska stabilitate

leteiktajos glabasanas, lietoSanas un temperatiras apstaklos maisijums ir kKimiski stabils.

10.3. Bistamu reakciju iespéjamiba

Pareizi glab3jot un rikojoties, nerodas bistamas reakcijas.
Sk. 10.5 nodalu.

10.4. Nepielaujami apstakli
Sargat no sasilSanas. Spradzienbistamiba!
Izmantojot var veidot uzliesmojoSu vai spradzienbistamu tvaiku un gaisa maisijumu.
SakarséSana var izraistt spiediena paaugstina$anos un spradzienbistamibu.

10.5. Nesaderigi materiali
Vielas, no kuram jaizvairas: Oksidacijas lTdzeklis, stipras iedarbibas. Reducésanas Iidzeklis, stipras iedarbibas.
Stipra skabe. stipri sarmi.

10.6. Bistami sadaliSanas produkti
Paredzétaja lietoSanas veida nesadalas.

11. IEDALA: Toksikologiska informacija

11.1. Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém

Toksikokinétika, vielmaina un sadaliS8anas
Nav pieejami dati.
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Akuts toksiskums

Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

ETAmél aprékinats

ATE (caur muti) 43478,3 mg/kg; ATE (adu) 130434,8 mg/kg; ATE (ieelpojot tvaiki) 1304,35 mg/l; ATE

(ieelpojot putekli/migla) 217,391 mg/I

CAS Nr. Nosaukums
Ekspozicijas cel$ |Deva |Sugas |Avots Metode
64742-47-8 |naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss oglidenraZzu savienojums, ko
iegust, katalizatora klatbatné ar Gdenradi apstradajot naftas frakciju. Taja ir oglidenrazi ar oglekla atomu skaitu
diapazona no C9 lidz C16
caur muti LD50 > 5000 Zurka ECHA Dossier
mg/kg
adu LD50 > 2000 Trusis. ECHA Dossier
mg/kg
ieelpojot (4 h) tvaiki LC50 (>5,3) Zurka ECHA Dossier
mg/l
108-88-3 toluols
caur muti LD50 >5000 Zurka ECHA Dossier
mg/kg
adu LD50 >5000 Trusis ECHA Dossier
mg/kg
ieelpojot (4 h) tvaiki LC50 (28,1) Zurka ECHA Dossier
mg/l
1330-20-7 ksilols
caur muti LD50 (3523) Zurka Study report (1986) EU Method B.1
mg/kg
adu LD50 (12126)  |Trusis Publication (1962) Single dermal dose
mg/kg under occlusion follo
ieelpojot (4 h) tvaiki LC50 (6700) Zurka Toxicol Appl EU Method B.2
mg/l Pharmacol
33:543-558. (1975
ieelpojot putekli/migla ATE 1,5 mg/l
67-56-1 metanols
caur muti ATE 100
mg/kg
adu ATE 300
mg/kg
ieelpojot tvaiki ATE 3 mgl/l
ieelpojot putekli/migla ATE 0,5 mg/l
100-41-4 etilbenzols
caur muti LD50 3500 Zurka. ECHA Dossier
mg/kg
adu LD50 >15000 Trusis ECHA Dossier
mg/kg
ieelpojot (4 h) tvaiki LC50 17,2 mg/l |Zurka. ECHA Dossier
ieelpojot putekli/migla ATE 1,5 mgl/l
98-82-8 kumols
adu LD50 12300 Trusis IUCLID
mg/kg
ieelpojot (4 h) tvaiki LC50 39 mgl/l Zurka RTECS
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Kairinamiba un kodigums
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Sensibilizéjosa iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Veézi izraisosSa, iedzimtibu mainosa, ka ari vairoSanos apdraudosa iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.
naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss oglidenrazu savienojums, ko
iegUst, katalizatora klatbGtné ar Gdenradi apstradajot naftas frakciju. Taja ir ogladenrazi ar oglekla atomu skaitu
diapazona no C9 lidz C16:
In vitro mutagenitate/génu toksicitate:
Metode: OECD Guideline 479 (Genetic Toxicology: In Vitro Sister Chromatid Exchange Assay in Mammalian
Cells) , OECD Guideline 476 (In vitro Mammalian Cell Gene Mutation Test), OECD Guideline 471 (Bacterial
Reverse Mutation Assay); rezultats: negativs. informacije o literaturi: ECHA Dossier
In vivo mutagenitate/génu toksicitate:
Metode: OECD Guideline 475 (Mammalian Bone Marrow Chromosome Aberration Test), OECD Guideline 478
(Genetic Toxicology: Rodent Dominant Lethal Test); rezultats: negativs.;ninformacije o literaturi: ECHA Dossier
Toksicitate reproduktivajai sistémai:
Metode:-; Sugas: Sprague-Dawley Zurka; Ekspozicijas cel$ : orals; rezultats: NOAEL > 1500 mg/kg;
informacije o literaturi: ECHA Dossier
Toksiskuma ontogenéze/teratogenitate:
Metode:OECD Guideline 414 (Prenatal Developmental Toxicity Study); Sugas: Sprague-Dawley Zurka ;
Ekspozicijas celS: orals; rezultats: NOAEL = 1000 mg/kg; informacije o literaturi: ECHA Dossier

toluols:

in vitro mutagenitate: Metode: OECD Guideline 476 (In vitro Mammalian Cell Gene Mutation Test); rezultats:
negativs. informacije o literaturi: ECHA Dossier; Kancerogenitate: Metode: [ieelpojams, OECD Guideline 453
(Combined Chronic Toxicity / Carcinogenicity Studies)]; sugas: Zurka ; ledarbibas ilgums: 2 gadi ; rezultats:
NOAEC = 4522 mg/m3; informacije o literaturi: ECHA Dossier; Toksiska ietekme uz reproduktivo funkciju:
Metode: OECD Guideline 416 (Two-Generation Reproduction Toxicity Study); sugas: Zurka ; rezultats;: NOAEC
= 1875 mg/m3; informacije o literaturi: ECHA Dossier ; Toksiskuma ontogenéze/teratogenitate: Metode:
[ieelpojams, EPA OTS 798.4350 (Inhalation Developmental Toxicity Screen)]; sugas: Trusis; ledarbibas
ilgums: 20d ; rezultats: NOEC = 2812 mg/kg; informacije o literaturi: ECHA Dossier

Toksiska ietekme uz mérkorganu, vienreizéja iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Toksiska ietekme uz mérkorganu, atkartota iedarbiba
zemu vir§anas punktu - nav precizéts)
naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss ogladenrazu savienojums, ko
iegUst, katalizatora klatbatné ar Gdenradi apstradajot naftas frakciju. Taja ir oglddenrazi ar oglekla atomu skaitu
diapazona no C9 lidz C16:
Subhroniska orala toksicitate: Metode:-; Sugas: Sprague-Dawley Zurka :ledarbibas ilgums: 90d; rezultats:
NOAEL = 750 mg/kg ; informacije o literaturi: ECHA Dossier; subhroniska inhalativa toksicitate: Metode:OECD
Guideline 413 (Subchronic Inhalation Toxicity: 90-Day); Sugas: Pele; ledarbibas ilgums: 90d; rezultats: NOAEC
= 1000 mg/kg; informacije o literaturi: ECHA Dossier; Subhroniska orala toksicitate: Metode: OECD Guideline
410 (Repeated Dose Dermal Toxicity: 21/28-Day Study); Sugas: Sprague-Dawley Zurka ; ledarbibas ilgums:
28d; rezultats: NOAEC = 0,5 ml/kg; informacije o literaturi: ECHA Dossier

toluols:
Subhroniska orala toksicitate: Metode: EU Method B.26 (Sub-Chronic Oral Toxicity Test: Repeated Dose
90-Day Oral Toxicity Study in Rodents);Sugas: Pele. ; ledarbibas ilgums: 90d;rezultats: NOEL = 625 mg/kg ;
informacije o literaturi: ECHA Dossier; subhroniska inhalativa toksicitate: Metode: -; Sugas: Zurka. ledarbibas
ilgums: 1 gads ;rezultats: NOAEC = 1131 mg/m3; informacije o literaturi: ECHA Dossier

Bistamiba ieelpojot
Var izraisit navi, ja norij vai ieklust elpcelos.
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Specifiski dzivnieku izméginajumu efekti
Nav pieejami dati.

11.2. Informacija par citiem apdraudéjumiem

Endokrini disruptivas Tpasibas

Sis izstradajums nesatur vielu (> 0,1%), kam piemit sp&ja izraisit endokrinas sistémas traucéjumus cilvékam,

jo neviens komponents neatbilst kritérijiem.
Cita informacija
Nav pieejami dati.

12. IEDALA: Ekologiska informacija

12.1. Toksicitate
Produkts nav ticis parbaudits.

CAS Nr. Nosaukums
Udens toksicitate Deva | [h]][d] |Sugas Avots Metode
64742-47-8 |naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss oglidenrazu savienojums, ko
ieglst, katalizatora klatbatné ar ddenradi apstradajot naftas frakciju. Taja ir oglidenrazi ar oglekla atomu skaitu
diapazona no C9 [idz C16
Akdta algu toksicitate ErC50 EL50: 1- 72 h|Pseudokirchneriella ECHA Dossier
3 mg/l subcapitata
Akudta toksicitate EC50 EL50: 48 h|Daphnia magna ECHA Dossier
crustacea 1,4 mg/l
108-88-3 toluols
Akata toksicitate zivim LC50 (5,5) 96 h|Oncorhynchus kisutch  |ECHA Dossier
mg/I
Akata algu toksicitate ErC50 (12,5) 72h GESTIS
mg/I
Akata toksicitate EC50 (3,78) 48 h|Ceriodaphnia dubia ECHA Dossier
crustacea mg/|
Akita baktériju (EC50 134 3 h|Chlorella vulgaris and ECHA Dossier
toksicitate mg/l) Chlamydomonas
angulosa
1330-20-7 ksilols
Akata toksicitate zivim LL50 (8,4) 96 h|Oncorhynchus mykiss  [Ecotoxicology and |OECD Guideline
mg/| (Varaviksnes forele) Environmental 203
Safety.
Akdta algu toksicitate ErC50 (4,9) 72 h|Pseudokirchneriella Ecotoxicology and |OECD Guideline
mg/l subcapitata Environmental 201
Safety.
Akuata toksicitate EL50 (>3,4) 48 h|Ceriodaphnia dubia Ecotoxicology and |US EPA
crustacea mg/I Environmental 600/4-91-003
Safety 3
Toksicitate zivim NOEC >1,3 56 d|Oncorhynchus mykiss  |Appl. Sci. Branch, |Fish were
mg/I (Varaviksnes forele) Eng. Res. Cent. exposed in
Denve artificial streams
Toksicitate crustacea NOEC 1,17 7 d|Ceriodaphnia dubia Ecotoxicology and | US EPA
mg/l Environmental 600/4-91-003
Safety 3
Akata baktériju (EC50 > 175 0,5 h|Aktivas danas Research Journal |OECD Guideline
toksicitate mg/l) WPCF 60(10) 209
1850-1856 (
67-56-1 metanols
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Akdta toksicitate zivim LC50 15400 96 h|Lepomis macrochirus ECHA Dossier
mg/I
Akdta algu toksicitate ErC50 22000 96 h|Pseudokirchneriella Ecotoxicology and |OECD Guideline
mg/l subcapitata Environmental 201
Safety 7
Akuta toksicitate EC50 > 10000 48 h|Daphnia magna Water Research DIN 38412 Teil 11
crustacea mg/l 23(4): 495-499
(1989)
100-41-4 etilbenzols
Akita toksicitate zivim LC50 5,1 mg/l 96 h|Menidia menidia ECHA Dossier
Akuta algu toksicitate ErC50 3,6 mg/l 96 h|Pseudokirchnerella ECHA Dossier
subcapitata
Akata toksicitate EC50 1,8-2,8 48 h|Daphnia magna ECHA Dossier
crustacea mg/I
Toksicitate crustacea NOEC 0,96 7 d|Ceriodaphnia dubia ECHA Dossier
mg/l
98-82-8 kumols
Akata toksicitate zivim LC50 2,7 mg/l 96 h|Leuciscus idus
Akata algu toksicitate ErC50 2,6 mg/l 72 h|Selenastrum
capricornutum
12.2. Noturiba un noardamiba
Produkts nav ticis parbaudits.
CAS Nr. Nosaukums
Metode |Vértha | d |Avots
VeértéSanu

64742-47-8 naftas destilati, hidroattiritas vieglas frakcijas, nestandarta petroleja, [Komplekss ogliidenrazu savienojums, ko
iegust, katalizatora klatbatne ar Gdenradi apstradajot naftas frakciju. Taja ir oglidenraZi ar oglekla atomu skaitu
diapazona no C9 Iidz C16

OECD 301F / 1SO 9408 / EEK 92/69 pielikums V, 61 28 |ECHA Dossier
C.4-D
1330-20-7 ksilols
OECD 301F / ISO 9408 / EEK 92/69 pielikums V, 87,8% 28 |OECD 301F /I1SO 9408 /
C.4-D EEK 92/69 pielikums V,
C.4-D
Biologiski viegli noardams (saskana ar OECD kritérijiem)
67-56-1 metanols
other guideline [76% [ 20 [ECHA Dossier
Biologiski viegli noardams (saskana ar OECD kritérijiem)
100-41-4 etilbenzols
ISO 14593-CO2-Headspace Test [79 [ 28 |[ECHA Dossier

Biologiski viegli noardams (saskana ar OECD kritérijiem)

12.3. Bioakumulacijas potencials

Nav noradiijumu par bioakumulacijas potencialu.

Sadalijuma koeficients Séidibas n-oktanola attieciba pret Séidibu ddent

CAS Nr. Nosaukums Log Pow
108-88-3 toluols 2,73
546-68-9 Titana tetraisopropanolats 0,05
1330-20-7 ksilols 3,2
67-56-1 metanols -0,77
100-41-4 etilbenzols 3,6
98-82-8 kumols 3,66
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BCF

CAS Nr. Nosaukums BCF Sugas Avots

1330-20-7 ksilols 5,5-12,2 |Oncorhynchus mykiss Appl. Sci. Branch, E

(Varaviksnes forele)

67-56-1 metanols 1 Cyprinus carpio Comparative Biochemi

12.4. Mobilitate augsné
Nav pieejami dati.
12.5. PBT un vPvB ekspertizes rezultati
Maistjums satur 8adas vielas, kas atbilst PBT kritérijiem saskana ar REACH XIII pielikumu:
Heksametildisiloksans.
lepriek$ minétais pazinojums attiecas uz produkta eso$ajam vielam no 0,1 %.
12.6. Endokrini disruptivas ipasibas
Sis izstradajums nesatur vielu, kam piemit spéja izraisTt endokrinas sistémas traucgjumus nemérka
organismiem, jo neviens komponents neatbilst kritérijiem.
lepriek8 minétais pazinojums attiecas uz produkta eso$ajam vielam no 0,1 %.
12.7. Citas nelabvéligas ietekmes
Nav pieejami dati.

Papildus noradijumi
Nelaujiet nonakt Gdenos vai kanalizacija.

13. IEDALA: ApsaimniekoSanas apsveérumi

13.1. Atkritumu apstrades metodes

Noradijumi novaksanai (otrreizéjai parstradei)
Utilizacija javeic saskana ar atbildigo institlciju noradijumiem. Par atkritumu utilizaciju vienojieties ar atbildigo
autorizeto utilizacijas iestadi. lepakojumi, kas ir iztukSoti un nav kontaminéti, var tikt izmantoti atkartoti.
Atkritumu klasifikacija/ apraksts javeic saskana ar Eiropas Atkritumu kataloga noradijumiem atbilstoSi
attiecigas nozares un procesa specifikai.
leteikumu saraksts atkritumu kodiem/ nosaukumiem saskana no Eiropas Atkritumu katalogu:

Izlietoto produktu atkritumu
160305 ATKRITUMI, KAS NAV MINETI CITUR; specifikacijam neatbilstigas partijas un nelietoti
izstradajumi; organiskie atkritumi, kas satur bistamas vielas; bistamie atkritumi
Izlietoto atlikumu atkritumu

160305 ATKRITUMI, KAS NAV MINETI CITUR; specifikacijam neatbilstigas partijas un nelietoti
izstradajumi; organiskie atkritumi, kas satur bistamas vielas; bistamie atkritumi

Netiro iesainojsmu atkritumu
150110 IEPAKOJUMA ATKRITUMI; ABSORBENTI, SLAUCISANAS MATERIALS, FILTRU MATERIALS UN
AIZSARGAPGERBS, KAS NAV MINETI CITUR,; iepakojums (ietverot atseviski savaktus
iepakojuma sadzives atkritumus); iepakojums, kas satur bistamu vielu atlikumus vai kas ir ar tam
piesarnots; bistamie atkritumi

Sasmeéreétu iesainojumu novaksana un ieteicamie ldzekli
Ar kontaminétajiem iepakojumiem jarikojas tapat ka ar vielam.

14. IEDALA: Informacija par transportéSanu

Sauszemes transports (ADR/RID)

14.1. ANO numurs vai ID numurs: UN 1993

14.2. ANO oficialais kravas VIEGLI UZLIESMOJOSS SKIDRUMS, C.N.P. (Stodarda $kidinatajs;
nosaukums: Jélbenzins ar zemu virSanas punktu - nav precizéts, toluols)

14.3. Transportésanas bistamibas 3

klase(-es):
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14.4. lepakojuma grupa:
Bistamibas markéjums:

Klasifikacijas kods:

Tpasie nosacijumi:
lerobezots daudzums (LQ):
Atlautais daudzums:
Transporta kategorija:
Bistamibas numurs:
Tunela ierobezojuma kods:

Upju un ezeru kugniecibas transports (ADN)

14.1. ANO numurs vai ID numurs:
14.2. ANO oficialais kravas
nosaukums:

14.3. TransportéSanas bistamibas

klase(-es):

14.4. lepakojuma grupa:
Bistamibas markéjums:

Klasifikacijas kods:

Tpasie nosacijumi:
lerobezots daudzums (LQ):
Atlautais daudzums:

Jiiras kugniecibas transports (IMDG)

14.1. ANO numurs vai ID numurs:
14.2. ANO oficialais kravas
nosaukums:

14.3. TransportéSanas bistamibas
klase(-es):

14.4. lepakojuma grupa:
Bistamibas markéjums:

Jiras piesarnotaju:

Tpasie nosacijumi:
lerobezots daudzums (LQ):
Atlautais daudzums:

EmS:

Gaisa transports (ICAO-TI/IATA-DGR)

14.1. ANO numurs vai ID nhumurs:
14.2. ANO oficialais kravas
nosaukums:

14.3. TransportéSanas bistamibas
klase(-es):

14.4. lepakojuma grupa:
Bistamibas markéjums:

F1

274 601 640D
1L

E2

2

33

D/E

UN 1993

VIEGLI UZLIESMOJOSS SKIDRUMS, C.N.P. (Stodarda $kidinatajs;
Jélbenzins ar zemu virSanas punktu - nav precizéts, toluols)

3

F1
274 601 640D
1L
E2

UN 1993

FLAMMABLE LIQUID, N.O.S. (stoddard solvent; Low boiling point
naphtha - unspecified, toluene)

3

NO

274

1L

E2

F-E, S-E

UN 1993

FLAMMABLE LIQUID, N.O.S. (stoddard solvent; Low boiling point
naphtha - unspecified, toluene)

3
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Tpasie nosacijumi: A3
lerobezots daudzums (LQ) 1L
pasazierim:
Passenger LQ: Y341
Atlautais daudzums: E2
IATA-iesaino8anas instrukcija pasazierim: 353
IATA-maksimalais daudzums pasazierim: 5L
IATA-iesaino8anas instrukcija kravai: 364
IATA-maksimalais daudzums kravai: 60 L

14.5. Vides apdraudéjumi
BISTAMS VIDEI: Né

14.6. Ipasi piesardzibas pasakumi lietotajiem
Skatiet 8. iedala.

14.7. Beztaras kravu jiras parvadajumi saskana ar SJO instrumentiem
neatbilstoSs.

15. IEDALA: Informacija par reguléjumu

15.1. Drosibas, veselibas un vides jomas noteikumi/normativie akti, kas ipaSi attiecas uz vielu un maisijumu

ES reglamentéjosa informacija
LietoSanas ierobezojumi (REACH, XVII pielikumu):
leraksts 3, leraksts 40, leraksts 48, leraksts 69, leraksts 75

2010/75/ES (VOC): nav noteikts

2004/42/EK (VOC): nav noteikts

Dati no Direktivas 2012/18/ES P5c UZLIESMOJOSI SKIDRUMI
(SEVESO lll):

Papildnoradijumi priekSrakstiem
Drosibas datu lapa saskana ar Regula (EK) Nr. 1907/2006 (grozijumi ar Regulu (ES) Nr. 2020/878)
Maisijums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné [CLP].
REACH 1907/2006 pielikumu XVII , No. (maistjums): 3, 40, 48, 69

Nacionala normativa rakstura informacija

Darba pienakumu ierobeZo8ana: Darba ierobezojumi saskana ar jaunieSu darba aizsardzibas likumu
(94/33/EK).

Udens apdraudéjuma kategorija 2 - kaitigs Gdenim

(Vacija):

15.2. Kimiskas droSibas novértéjums

Vielam, ko satur 8is maisijums, nav veikts vielu kimiskas drosibas novértéjums.

16. IEDALA: Cita informacija

Izmainas
Rev. 1,0; 31.08.2016, sakotnéja versija
Rev. 2.0; 08.03.2019, izmainas nodala 1 - 16
Rev. 3.0; 11.05.2020, Atjauninat, izmainas nodala 1 - 16
Rev. 3.1; 02.02.2021, Atjauninat
Rev. 4.0; 20.05.2021, Atjauninat (izmainas nodala 1-16)
Rev. 5.0; 02.01.2023, Atjauninat izmainas nodala 2-16
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Saisinajumi un akronimi
ADR: Accord européen sur le transport des marchandises dangereuses par Route

CAS: Chemical Abstracts Service
CLP: Classification, Labelling and Packaging of substances and mixtures
DNEL: Derived No Effect Level

d: day(s)

EINECS: European INventory of Existing Commercial chemical Substances
ELINCS: European Llst of Notified Chemical Substances

ECHA: European Chemicals Agency

EWC: European Waste Catalogue

IARC: INTERNATIONAL AGENCY FOR RESEARCH ON CANCER

IMDG: International Maritime Code for Dangerous Goods

IATA: International Air Transport Association

IATA-DGR: Dangerous Goods Regulations by the "International Air Transport Association" (IATA)
ICAO: International Civil Aviation Organization

ICAO-TI: Technical Instructions by the "International Civil Aviation Organization" (ICAO)

GHS: Globally Harmonized System of Classification and Labelling of Chemicals

GefStoffV: Gefahrstoffverordnung (Ordinance on Hazardous Substances, Germany)

h: hour

LOAEL: Lowest observed adverse effect level

LOAEC: Lowest observed adverse effect concentration
LC50: Lethal concentration, 50 percent

LD50: Lethal dose, 50 percent

NOAEL: No observed adverse effect level

NOAEC: No observed adverse effect concentration
NLP: No-Longer Polymers

N/A: not applicable

OECD: Organisation for Economic Co-operation and Development
PNEC: predicted no effect concentration

PBT: Persistent bioaccumulative toxic

RID: R&glement international concernant le transport des marchandises dangereuses par chemin de

fer (Regulations Concerning the International Transport of Dangerous Goods by Rail )

REACH: Registration, Evaluation, Authorisation of Chemicals
SVHC: substance of very high concern
VOC: Volatile Organic Compounds

Maisijumu klasificéSana un piemérota aprékina metode atbilstosi Regulai (EK) Nr. 1272/2008 [CLP]

Klasifikacija

KlasificéSanas procedlra

Flam. Liq. 2; H225

Pamatojoties uz testa datiem

Asp. Tox. 1; H304

AprékinaSanas metode

STOT RE 2; H373

AprékinaSanas metode

Aquatic Chronic 3; H412

AprékinaSanas metode

H un EUH frazu teksts (Numurs un viss teksts)

H225
H226
H301
H304
H311
H312
H315
H319
H331
H332
H335

Viegli uzliesmojoSs Skidrums un tvaiki.
Uzliesmojo3s Skidrums un tvaiki.
Toksisks, ja norij.

Var izraistt navi, ja norij vai ieklust elpcelos.
Toksisks, ja nonak saskaré ar adu.
Kaitigs, ja nonak saskaré ar adu.
Kairina adu.

Izraisa nopietnu acu kairinajumu.
Toksisks ieelpojot.

Kaitigs ieelpojot.

Var izraisit elpcelu kairingjumu.
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H336 Var izraistt miegainibu vai reibonus.
H350 Var izraistt vézi.
H361 Ir aizdomas, ka var kaitét auglibai vai nedzimu$ajam bérnam.
H361d Ir aizdomas, ka var nodarft kaitéjumu nedzimuSam bérnam.
H361f Ir aizdomas, ka negativi ietekmé auglibu.
H370 Rada organu bojajumus.
H372 Izraisa organu bojajumus ilgstoSas vai atkartotas iedarbibas rezultata.
H373 Var izraisit organu (...) bojajumus ilgstoSas vai atkartotas iedarbibas rezultata.
H373 Var izraistt organu bojajumus ilgstoSas vai atkartotas iedarbibas rezultata.
H400 Loti toksisks Gdens organismiem.
H411 Toksisks ddens organismiem ar ilgstosam sekam.
H412 Kaitigs Gdens organismiem ar ilgsto§am sekam.

Papildinformaciju

Informacija droSibas datu lapa atbilst misu labakajam zinaSanam spiediena pieméroSanas gadijumos.
Informacijai ir jasniedz padomus par drosu ricibu ar produktiem, kas noradrti droSibas datu lapa, tos
uzglabajot, apstradajot, trasnportéjot un utilizéjot. Dati nav piemérojami citiem produktiem. Ja produkts tiek
samaisits, sajaukts vai apstradats ar citiem materialiem, vai tiek paklauti apstr'dei, droSibas datu lapa ietvertie
dati nevar tikt piemeéroti jaunproducétajam materialam, iznemot gadijumus, ja rezultati atSkiras.

(Bistamo sastavdalu dati tika panemti no beidzamas speka esosas iepriek$eja piegadataja droSibas datu lapas.)
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